(Low Noise Ventilator)

Source Blade Fre- Currecnt Power Revolution Air
Size quency Input per minute Volume

W (cm) (Hz) (A) (RPM) (CMM) (CFM)
50 0.20 25 1,300 45 160

MVS-150 1@ 220V 15 60 0.25 30 1,550 4 55 185 18
50 0.18 25 1,100 7.2 255

MVS-200 10 220V 20 60 027 33 1,350 4 8.4 295 23
50 0.21 38 1,150 10.3 365

MVS-250 10 220V 25 60 020 38 1,400 4 1256 445 28
50 0.23 45 1,050 17 600

MV5-300 10 220v 30 60 0.25 50 1100 4 17.8 630 34
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Dimension (mm)

Model A B C D E F G H

MVS-150 235 258 224 35 85 170 - -
MVS-200 305 330 185 30 100 240 - -
MVS-250 355 375 185 30 102 290 - -

MVS-300 410 430 215 35 105 340 115 130

@ Feature

« Low noise blade and frame design.

« Low noise and high efficient motor.

« Easy to installation with direct connected blade.

« Ventilating Fan.

« Eco-friendly design and harmonic design with interior.
 The lowest consumption electric power.

« Easy installation, repair, cleaning.

» Operate the fan blade and shutter by ON-OFF switch.

4 Available place
« Ventilating at bathroom, smoking room, office, hospital, dinning,
conference room, Karaoke etc.



