SINGLE PHASE DIN-RAIL
ELECTRONIC ENERGY METER
— (WITH RAS-485 COM)
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EIKWH - 1001 - LCD

$105.00 EA

SPECIFICATIONS

LCD TYPE

Rated Voltage 110V, 220V, 230V, 240V
Rated Current 20(80)A, 10(100)A
Accuracy Mode 0.5; 1.0
Impulse Output +1.0%
Executive Standard IEC 62052-11,
IEC 62053-21,
DIN EN 50022,
DIN43880
Frequency 50/60Hz

Constant of Meter
Display Mode

Power Consumption

Start Current
Working Temperature
Creep

Communication

800/1600/12000 Imp/kWh
LCD

< 1W (when 220V 20A)
<7VA

0.4% b

-30° ~ 55°C

Logical design of Anti-Creep
RS-485
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ACCURACY LEVEL

LOAD CURRENT POWER FACTOR BASIC ERROR %
COos @ Class 0.5 Class 1.0

0.05lb 1.0 +1.0 +1.5
0.1lb ~ Imax 1.0 +0.5 +1.0
0.11b 0.5(L) +1.0 +1.5

0.8(C) +1.0 +1.5
0.2lb ~ Imax 0.5(L) +0.5 +1.0

0.8(C) +0.5 +1.0 J

Dimension & Wiring Diagram
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Single Phase LCD




